
DIP Switches
Half Pitch SMT DIP Switches                                                  DX4 Series

DX4N08   2.3 mm high, 8 positions

DX4L   1.4 mm high, 8.1 mm pinning

DX4K   1.4 mm high, 6.7 mm pinning

General Specifi cations:
MATERIALS

» Contact: Alloy Copper with gold plated

» Terminal: Brass with gold plated

MECHANICAL

» Mechanical Life: 2000 cycles per switch (DX4N)

                               1000 cycles per switch (DX4L & DX4K)

» Operation Force: 600 gf max. (DX4N)

                                500 gf max. (DX4L & DX4K) 

» Stroke: 0.6 mm

» Operation Temperature: -20°C to +70°C (DX4N)

                                             -40°C to +85°C (DX4L & DX4K)

» Storage Temperature: -40°C to +85°C

ELECTRICAL

» Electrical Life: 2000 cycles per 24VDC, 25mA (DX4N)

                     1000 cycles per 24VDC, 25mA (DX4L & DX4K)

» Non-Switching Rating: 100mA, 50VDC

» Switching Rating: 25mA, 24VDC

» Circuit: Single pole single throw

LEADFREE SOLDERING PROCESSES

» Soldering: Vapor phase & IR-refl ow soldering can be 

   applied (260°C max. 10 seconds).

DX4

How to order:
1 2 3 4 5 6
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SHEMATIC (TYP.)
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SHEMATIC (TYP.)

  N = No. of positions         General Tolerance: ± 0.2 mm

DX4K   1.4 mm high, 6.7 mm pinning
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HEIGHT & PINNING:
2.3 mm high
1.4 mm high,  8.1 mm pinning
1.4 mm high,  6.7 mm pinning

NO. OF POSITIONS:
2 Positions (DX4L & DX4K Only)
4 Positions (DX4L & DX4K Only)
6 Positions (DX4L & DX4K Only)
8 Positions
10 Positions (DX4L & DX4K Only)

GOLD PLATING
(Only for DX4L & DX4K):
Gold 3u“ Min. plated (Standard)
Gold 10u“ Min. plated
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ON/OFF-POSITION
(Only for DX4L & DX4K):
In ON Position (Standard)
In OFF Position

SEAL:
Regular (Standard)
Top Tape Sealed

PACKAGE STYLE:
Tube
Tape & Reel
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